
Ya sea que necesite soluciones de sondas económicas, o 
especializadas de alta corriente, QA ofrece muchas elecciones. 
Ahora con cinco opciones de sondas, mas de 60 estilos de punta, 
y ocho fuerzas de resorte en nuestra serie 100-25, proveemos la 
mejor sonda para su aplicación. 

QA Technology es reconocido mundialmente por desempeño 
excepcional de los productos, precios competitivos, entregas 
rápidas, y servicio ejemplar. Para mas detalles o precio, por favor 
de contactar a uno de nuestros miembros del equipo de Servicio 
al Cliente de QA, o visite nuestra pagina en línea. 

Nueva disponibilidad de Sonda con 
Revestimiento de Plata

PRODUCTO MATERIAL / ACABADO PROMEDIO de
RESISTENCIA 

TRANSPORTE DE CORRIENTE  
AMPS MW (SS) SPRING

100-PRV25
Níquel de Plata o Bronce de 
Fosforo/Revestimiento Plateado < 20 mOhms 12.7 (17.4)

100-PRV40
Níquel de Plata o Bronce de 
Fosforo/Revestimiento Plateado < 20 mOhms 12.7 (17.5)

QA Technology continua reuniendo las necesidades de 
aplicaciones diversas de nuestra amplia base de usuarios al 
ofrecer la mas ancha selección de productos de alta calidad.

Así como con nuestras sondas de tamaños grandes, nuevamente 
estamos expandiendo nuestra selección de sondas para incluir 
una opción de sondas con revestimiento de plata en nuestras 
series 100-25 y 100-40. Nuestro nueva sonda de revestimiento de 
plata altamente conductive provee baja resistencia y desempeño 
confiable sin sacrificar longevidad. 

Las marcas codificadas en verde permiten una identificación 
rápida para mantenimiento o remplazo de dichas sondas. 

ESPECIFICACIONES DE EMBOLO DE LA SONDA
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For more information or pricing, please contact one of our Customer 
Service Team members at 603-926-0348 or sales@qatech.com. 

QA TECHNOLOGY COMPANY, INC.  110 Towle Farm Rd | Hampton, NH 03842 USA | (603) 926-1193 | sales@qatech.com | www.qatech.com

100-PRN2509SS

100-PRG2509SS

100-PRP2509SS

100-PRH2509SS

125-PRS2509SS

xxx-xxxxxxxx-xX

xxoz/xxxgX

xxxx

xxx-xxxxxxxx-x

xxoz/xxxgxxxx

Part Number

Lot Code
Spring Force

Letter

Spring Force
@ working 

stroke

Material 
Color Code

Lot Code
Spring

Force ID

Spring Force
@ working 

stroke

Part Number

Spring
Force ID

U

xxx-xxxxxxxxx

xxxx

Lot Code

Part Number

L (Low)
S (Standard)
H (High)
Y (Elevated)
X (Extra High)
U (Ultra)

L (Low)
S (Standard)
H (High)
X (Extra High)
U (Ultra)

IPxxx-xxxx

xxxx

Part Number

Lot Code

IPxxx-xxxx

xxxx

Part Number

Lot Code

100-PRN2509SS

100-PRG2509SS

100-PRP2509SS

100-PRH2509SS

100-PRV2509SS

100-PRN2509SS

100-PRG2509SS

100-PRP2509SS

100-PRH2509SS

125-PRS2509SS

xxx-xxxxxxxx-xX

xxoz/xxxgX

xxxx

xxx-xxxxxxxx-x

xxoz/xxxgxxxx

Part Number

Lot Code
Spring Force

Letter

Spring Force
@ working 

stroke

Material 
Color Code

Lot Code
Spring

Force ID

Spring Force
@ working 

stroke

Part Number

Spring
Force ID

U

xxx-xxxxxxxxx

xxxx

Lot Code

Part Number

L (Low)
S (Standard)
H (High)
Y (Elevated)
X (Extra High)
U (Ultra)

L (Low)
S (Standard)
H (High)
X (Extra High)
U (Ultra)

IPxxx-xxxx

xxxx

Part Number

Lot Code

IPxxx-xxxx

xxxx

Part Number

Lot Code

100-PRN2509SS

100-PRG2509SS

100-PRP2509SS

100-PRH2509SS

100-PRV2509SS

100-PRN2509SS

100-PRG2509SS

100-PRP2509SS

100-PRH2509SS

125-PRS2509SS

xxx-xxxxxxxx-xX

xxoz/xxxgX

xxxx

xxx-xxxxxxxx-x

xxoz/xxxgxxxx

Part Number

Lot Code
Spring Force

Letter

Spring Force
@ working 

stroke

Material 
Color Code

Lot Code
Spring

Force ID

Spring Force
@ working 

stroke

Part Number

Spring
Force ID

U

xxx-xxxxxxxxx

xxxx

Lot Code

Part Number

L (Low)
S (Standard)
H (High)
Y (Elevated)
X (Extra High)
U (Ultra)

L (Low)
S (Standard)
H (High)
X (Extra High)
U (Ultra)

IPxxx-xxxx

xxxx

Part Number

Lot Code

IPxxx-xxxx

xxxx

Part Number

Lot Code

100-PRN2509SS

100-PRG2509SS

100-PRP2509SS

100-PRH2509SS

100-PRV2509SS




