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New 100-05 Series Gold Plated Probe Tube

QA Technology continues to meet the diverse application
needs of our wide range of probe users by offering the
broadest selection of high-quality products.

We are pleased to expand our legacy 100-05 product
series by adding a gold plated (G) probe tube option.

This intermediate tube offers:

o Improved performance over the N tube with an average
resistance of <45 mOhms

o Current carrying rating of 9.3 (12.7) AMPS
o Cost savings compared to QA’s P tube option

PROBE TUBE SPECIFICATIONS

AVERAGE | CURRENT CARRYING
PRODUCT | MATERIAL/FINISH | pEciSTANGE | AMPS MW (SS) SPRING

Nickel silver/ID

100-PLP05 precious metal clad < 45 mOhms 9.7 (13.3)
Nickel silver/

100-PLGO05 Gold plated < 45 mOhms 9.3 (12.7)
Nickel silver/

100-PLNO5 NoFinish < 65 mOhms 7.1(9.7)

QA Technology is globally recognized for
exceptional product performance, competitive
prices, fast delivery, and outstanding service.
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For more information or pricing, please contact one of our Customer
Service Team members at 603-926-0348 or visit www.qatech.com

QA TECHNOLOGY COMPANY, INC. 110 Towle Farm Rd | Hampton, NH 03842 USA | (603) 926-1193 | sales@gatech.com | www.gatech.com

16




